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TECHNICAL RIDER   
 

 
 

STAGE 
 

1 Flat Leveled and without any inclination 
 

2 Stage dimension: 10 m de wide x 8m de depth. Minimum height 5m. 
 
3 Curtains: Backdrop and legs, see stage plan below  
 

            Contact regarding stage questions:  
 Manel Rosés  
 manucirc@hotmail.com 
 +34 654177237 
 

 
 

 
 

AUDIO 
 

1  - P.A. amplification (top, et Sub balanced) 2000W, minimum aligned et adjusted  
       (MeyerSound, Martin  Audio, L-Acoustics, DB, or similar) 

 
2  - Monitors on stage in L,R (Mayer Sound, Martin Audio, D&B, L-ACOUSTICS or similar) 

 
4 -  The XLR cables must arrive to the 3rd  leg on the right and also to the 5t leg on the opposite 

side  
 

5 - Electric plugs 220V  
 



5 - Microphones Sennheiser MKE600 (Shotgun) or similar (They will be hanged on the roof bars.  
       The exact position and height will be decided on the set up moment.  
 

  
 NOTE: The light console and the sound mixer are on stage (Right side 3rd leg)  

              From that leg we need the XLR and DMX connection to the P.A., the Monitors 
And the Dimmers. Electric plugs and cables must arrive to that leg to connect the 
sound mixer, the computer and other digital props 
 

Contact sound :  
 Diego Rada  
 diegorada79@gmail.com 
 +34 676 095 773  

 
 

 
 
 
 

LIGHTS 
 
 

1 45 fixtures in 40 dimmer channels. (39 channels + the room light channel) 
14 Pars Cp 62  
16 profiles 1kw  
15 Pc 1kw 
 

2 1 dimmer channel will be used to connect a fan that is on the last leg on the left  
 

3 The lights are controlled from our computer that will be placed on stage behind the 3rd  leg on 
the right side 

 
4 Watch the light plan bellow. 

 
 

Contact regarding lights:  
 Luis Portillo 
             Luisportillo90@gmail.com 
             +34 630691301 
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Stage plan and curtains 
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Light Plan 
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